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CinemaSnap • Rear Projection & MicroPerforated

cinemaSnap
rear proJection

cinemaSnap
Micro perForated

BRACKETS AS SUPPLIED
SCREWS NOT SUPPLIED

FRONT SIDE

SCREEN ATTACHED BY 2 OFF 
COUNTERSUNK SCREWS

SECTION VIEW

The CinemaSnap fixed frame screen system can be utilised with rear 
projection material to allow for projector placement behind the screen, 
for use in a high light environment and where a trainer / presenter can 
move in front of the screen without blocking the light beam. It also 
removes the projector from the working area and provides a better 
contrast ratio.

As Micro Perforated screen material is acoustically transparent 
it is designed for speaker placement behind the screen, which 
allows for an accurate soundscape with centre speakers, with 
minimal interference of the acoustic performance.

Item No Inch Diagonal Image Size mm Format

1207215 72” 1100 x 1465 Video 4:3

1208415 84” 1280 x 1705 Video 4:3

1209615 96” 1460 x 1950 Video 4:3

1210015 100” 1525 x 2035 Video 4:3

1211515 115” 1755 x 2340 Video 4:3

1212015 120” 1830 x 2440 Video 4:3

1213015 130” 1980 x 2640 Video 4:3

1215015 150” 2285 x 3050 Video 4:3

1218015 180” 2745 x 3660 Video 4:3

1208425 84” 1046 x 1860 HDTV 16:9

1209225 92” 1145 x 2035 HDTV 16:9

1209625 96” 1195 x 2125 HDTV 16:9

1210025 100” 1245 x 2215 HDTV 16:9

1211525 115” 1430 x 2545 HDTV 16:9

1212525 125” 1555 x 2770 HDTV 16:9

1213025 130” 1615 x 2880 HDTV 16:9

1213525 135” 1680 x 2990 HDTV 16:9

1214025 140” 1740 x 3100 HDTV 16:9

1207265 72“ 970 x 1550 16:10

1208465 84“ 1130 x 1810 16:10

1209265 92“ 1240 x 1980 16:10

1209665 96“ 1295 x 2070 16:10

1210065 100“ 1345 x 2155 16:10

1211065 110“ 1480 x 2370 16:10

1212065 120“ 1615 x 2585 16:10

1213065 130“ 1750 x 2800 16:10

1214065 140“ 1884 x 3015 16:10

1215065 150“ 2020 x 3230 16:10

1218065 180“ 2425 x 3880 16:10

Item No Inch Diagonal Image size mm Format

1207213 72” 1100 x 1465 Video 4:3

1208413 84” 1280 x 1705 Video 4:3

1209613 96” 1460 x 1950 Video 4:3

1210013 100” 1525 x 2035 Video 4:3

1211513 115” 1755 x 2340 Video 4:3

1212013 120” 1830 x 2440 Video 4:3

1213013 130” 1980 x 2640 Video 4:3

1215013 150” 2285 x 3050 Video 4:3

1207223 72” 895 x 1595 HDTV 16:9

1208423 84” 1046 x 1860 HDTV 16:9

1209223 92” 1145 x 2035 HDTV 16:9

1209623 96” 1195 x 2125 HDTV 16:9

1210023 100” 1245 x 2215 HDTV 16:9

1211023 110” 1370 x 2435 HDTV 16:9

1211523 115” 1430 x 2545 HDTV 16:9

1212523 125” 1555 x 2770 HDTV 16:9

1213023 130” 1615 x 2880 HDTV 16:9

1213523 135” 1680 x 2990 HDTV 16:9

1215023 150” 1865 x 3320 HDTV 16:9

1218023 180” 2240 x 3985 HDTV 16:9

1207263 72“ 715 x 1685 Cinemascope 2.35:1

1208463 84“ 835 x 1965 Cinemascope 2.35:1

1209263 92“ 915 x 2155 Cinemascope 2.35:1

1209663 96“ 955 x 2245 Cinemascope 2.35:1

1210063 100“ 995 x 2340 Cinemascope 2.35:1

1211063 110“ 1095 x 2575 Cinemascope 2.35:1

1212063 120“ 1195 x 2810 Cinemascope 2.35:1

1213063 130“ 1295 x 3054 Cinemascope 2.35:1

1214063 140“ 1395 x 3280 Cinemascope 2.35:1

1215063 150“ 1495 x 3515 Cinemascope 2.35:1

Powder coat frame standard - flocke frame optional

Available in 2.35:1 Cinemascope


