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Trapdoor • Projection Screen

Case length is NPA plus 456 mm
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BENEFITS
• Hidden Installation
• Quiet Operation
• Automatic Door
• Simple Single Trade Installation

APPLICATIONS

• Home Theatre
• Boardroom Presentation
• Educational Facilities

PRODUCT FEATURES

Description: Fully Integrated in Ceiling Screen.
Head Box: Painted MDF with Self Closing Door.
Surface: Matt White Fibreglass or PVC.
Borders: 50mm sides & 300mm Top Leader .
Brackets: Captive Nuts 5/16 Whitworth.
Sizes: 72” to 140” Diagonal.
Options: Side Tension - Extra Top Masking (p38) 
 - various control options available (p38-39).

Item No Inch Diagonal Image Size mm Format

3708419 84” 1280 x 1705 Video 4:3

3709619 96” 1465 x 1950 Video 4:3

3710019 100” 1525 x 2035 Video 4:3

3711519 115” 1755 x 2340 Video 4:3

3712519 125” 1905 x 2540 Video 4:3

3713019 130” 1980 x 2640 Video 4:3

3715019 150” 2285 x 3050 Video 4:3

3708429 84” 1045 x 1860 HDTV 16:9

3709229 92” 1145 x 2035 HDTV 16:9

3709629 96” 1195 x 2125 HDTV 16:9

3710029 100” 1245 x 2215 HDTV 16:9

3711529 115” 1430 x 2545 HDTV 16:9

3712529 125” 1555 x 2770 HDTV 16:9

3713029 130” 1615 x 2880 HDTV 16:9

3715029 150” 1865 x 3320 HDTV 16:9

TRAPDOOR SCREEN 

Item No Inch Diagonal Image Size mm Format

3708411 84” 1280 x 1705 Video 4:3

3709611 96” 1465 x 1950 Video 4:3

3710011 100” 1525 x 2035 Video 4:3

3711511 115” 1755 x 2340 Video 4:3

3712511 125” 1905 x 2540 Video 4:3

3713011 130” 1980 x 2640 Video 4:3

3715011 150” 2285 x 3050 Video 4:3

3708421 84” 1045 x 1860 HDTV 16:9

3709221 92” 1145 x 2035 HDTV 16:9

3709621 96” 1195 x 2125 HDTV 16:9

3710021 100” 1245 x 2215 HDTV 16:9

3711521 115” 1430 x 2545 HDTV 16:9

3712521 125” 1555 x 2770 HDTV 16:9

3713021 130” 1615 x 2880 HDTV 16:9

3715021 150” 1865 x 3320 HDTV 16:9

WITH SIDE TENSION SYSTEM 

The ultimate way for your screen to be Installed 
in the ceiling! Out of sight until it’s time to go to 
the movies, your screen will magically roll down 
from the ceiling at the push of a button! With 
a self closing trapdoor mechanism and fully 
finished with Interfit ceiling edge cover strip 
and  underside in low sheen white, the Trapdoor 
Projection screen is an easily fitted, single trade 
installation unit. 

Full technical drawings and installation instructions 
can be found on our website.

Diagram applies only to the Trapdoor screen without side tension.

Optional Top Leader: For sizes 100" and under the maximum total top black 
leader available is 500mm, for screen sizes over 100" the maximum top black 
leader available is 600mm. 

Please Note: This product is not suitable to be used in conjunction with a Short 
Throw Projector. 

Available in 2.35:1 Cinemascope

Available in 2.35:1 Cinemascope


